The File Transfer Server (FTS) is a 
~Communications Server which en- 
ables users of the Nestar PLAN 
4000™ system to exchange files 
between installations. Remote sta- 
tions can communicate with a net- 
work or with each other via a mod- 
em and the FTS software. When 
integrated with the MESSENGER™ 
Electronic Mail Program, it gives 
users the capability of sending 
messages worldwide. 


FTS runs unattended on an Apple 
Il or Apple /// which can be alter- 
nately used as a workstation. By 
means of a control file, the system 
manager can control times when 
connections will be made to other 
sites. FTS then automatically dials 
at the designated times or in- 
tervals, redialing as needed. FTS 
can also automatically answer in- 


coming calls from remote locations. 


‘After the connection is made, FTS 
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may transfer and/or receive files. 
For adjacent networks FTS acts as 
a gateway (non real-time) for ex- 
changing files between them. 


As with all Nestar software, FTS is 
integrated into the PLAN 4000 sys- 
tem to create a total workstation 
environment for a community of 
users. 


Features 


O User stations can be mixture of 
Apple Il, Aople/// and IBM PC com- 
puters 


O Transfers files between local and 
remote networks and/or stand- 
alone stations 


C] Automatic connection between 
sites 


C Supports variety of commercially 
available modems 


C] Automatic redial for busy or 
noisy telephone lines 


C Server station is an Apple ll or 
Apple /// 


C Operates transparently to the 
user 


O Transfers files internationally 


C] Automatically resends corrupted 


blocks of data 


C] May be used with the MESSEN- 
GER to keep distribution lists and 
send internetwork mail 


CI May be used to create back-up 
of key files 


C] Logs all connections and trans- 
actions 


C] Transfers files at 300 or 1200 
baud rate 
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Hardware Requirements Data may be transferred Apple Il Modems 


Server Station (network in the following forms: pc, Hayes Micromodem Ii 

version) Disk Volumes 300 baud (Bell 103 compatible) 

C] Apple II (64K) and Network In- O Apple | - DOS, Apple Pascal Owl Ltd. Owlmodem 

terface Card OR System or CP/M format 1200 baud (Bell 202 compatible) 

LJ Apple /// (128K) and Network In- Q Apple /// - SOS format . 

terface Card O IBM PC - PC DOS or UCSD Novation Apple-CAT Il 
P-System format modem 


Server Station (stand-alone . 
version) Individual PASCAL files FIT ur an et 
O Apple II (64K) and 2 disk dri within virtual volume 

Sane nd oe CCS 7710 Asynchronous 


O Apple /// (128K) and 2 disk , l 
PP er Electronic mail Serial Interface Card 


drives 
i Baud rate and protocols are de- 
e preni SENEE pendent on external modem 


Apple /// Modems 


D.C. Hayes Smartmodem 


300 baud (Bell 103 compatible) 
1200 baud (Bell 212 compatible) 


Regardless of their baud rate, 
modems can only communicate 
with each other if their Bell equiva- 
lence is the same. 
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